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SAFETY WARNING 
BDS Suspension Co. recommends this system be installed 
by a professional technician. In addition to these instruc-
tions, professional knowledge of disassembly/ reassembly 
procedures and post installation checks must be known. 

PARTS LIST
Part # Qty Description
40-1 4 5/8 x 0.065 x 2.500" sleeve
41-1 8 5/8 x 0.049 x 2.500" sleeve
2045B 8 Bushing
2081B 16 Bushing
N12FH 16 1/2" fi ne high nut
W12S 16 1/2" SAE fl atwasher
122340512R 6 1/2 x 2-3/4 x 5-1/2" U-bolt
123000634R 2 1/2 x 3 x 6-3/4" U-bolt
01009 1 Anti-sway bar extension-DS (017400 

only)
01010 1 Anti-sway bar extension-PS (017400 

only)
BP123401 2 Bolt pack (017400 only) 

FRONT INSTALLATION
1. Safely raise the front of vehicle and support the frame 

with jack stands for safety.
2. Remove the tires and wheels.
Perform the following procedures one side at a time.  Re-
tain all OE hardware.

FRONT LEAF SPRING REMOVAL
3. Support the axle with a fl oor jack under the differen-

tial. Raise the axle until there is no spring pressure on 
the shocks.

4. Remove the OE shocks.
5. 4” LIFT ONLY: Remove the anti-sway bar from below 

the radiator.
6. Lower the jack to relieve any spring pressure. Re-

move the spring U-bolts and spring plate.  

7. While still supporting the axle with the fl oor jack, 
remove the spring-to-frame pivot bolt as well as the 
spring-to-shackle bolt and remove the spring from the 
vehicle.

8. Remove the shackle-to-frame pivot bolt and remove 
the shackles. Remove the OE spring shackle bush-
ings from the frame.

FRONT LEAF SPRING INSTALLATION
9. Install the small bushings in the frame shackle pivot 

point and in the small eye of the new springs. Install 
the large bushings in the large eye of the springs.

10. Install the 12mm ID sleeves in the large spring eye 
bushings. Install the 13mm ID sleeves in the small 
spring eye bushings and the frame shackle bushings.

11. Install the OE shackles with the OE hardware to the 
frame. Do not tighten the pivot bolt at this time.

12. It may be necessary to enlarge the U-bolt holes in 
the spring plate to accommodate the BDS supplied 
U-bolts. Also check the spring center pin hole in the 
plates for clearance of new springs. Clean the spring-
to-axle mating points.

 2-1/2” LIFT ONLY: #007351 front leaf spring is for the 
driver’s side and #007352 front leaf spring is for the 
passenger’s side.

13. While supporting the axle with a fl oor jack, install the 
new spring to the frame and the shackle with the OE 
hardware. Do not tighten at this time.

14. Lower the axle onto the spring while ensuring the 
spring center pin lines up with the spring perch hole. 
Install the spring plate and U-bolts, nuts, and washers. 
Torque the U-bolts to 70-85 ft-lbs.

15. Install new BDS shocks with the OE hardware and 
tighten to manufacturer’s specifi cations.

16. 4” LIFT ONLY: Install the front sway bar drop brack-
ets. The brackets are installed so that the “U” faces 
the center of the vehicle and the angle goes toward 
the rear. Mount the brackets to the original location 
with 3/8” x 1-1/4” bolts, nuts and washers. Attach the 
sway bar to the relocation brackets using 3/8” x 1-1/4 
bolts, nuts and washers. Note: Other modifi cations 
may be necessary for 1988-1/2 model years and 
newer.

READ AND UNDERSTAND ALL INSTRUCTIONS AND WARNINGS PRIOR 
TO INSTALLATION OF SYSTEM AND OPERATION OF VEHICLE.
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17. When both sides are complete, install the wheels and 
tires. With the suspension unloaded and hanging, cy-
cle steering lock to lock, while manually spinning the 
wheels. Inspect steering, suspension, and driveline for 
proper operation, clearances and lengths. Pay close 
attention to brake and axle vent hoses.

 Note: BDS offers a drop pitman arm #087401 to 
eliminate any bump-steer and for centering of the 
steering wheel. Install pitman arm at this time.

18. If additional tire to front bumper clearance is needed, 
remove the four bolts mounting the bumper to the 
bumper tube. Drill the new mount holes 1” forward of 
the OE holes. Reinstall bumper with OE fasteners and 
torque to manufacturer’s specifi cations. Do not use 
bumper relocation on air bag equipped vehicles.

19. Lower the vehicle to the ground. Bounce the vehicle 
to settle the suspension. Torque the spring-to-frame 
pivot bolt to 42 ft-lbs. Torque the shackle bolts to 30 
ft-lbs.

REAR INSTALLATION
REAR LEAF SPRING REMOVAL
20. Safely raise the rear of vehicle and support the frame 

with jack stands for safety.
21. Remove the tires and wheels.
22. Support the axle with a fl oor jack under the differen-

tial. Raise the axle until there is no spring pressure on 
the shocks.

23. Remove the OE shocks.
24. Lower the jack to relieve any spring pressure. Re-

move the spring U-bolts and spring plate.  
25. While still supporting the axle with the fl oor jack, 

remove the spring-to-frame pivot bolt as well as the 
spring-to-shackle bolt and remove the spring from the 
vehicle.

26. Remove the shackle-to-frame pivot bolt and remove 
the shackles. Remove the OE spring shackle bush-
ings from the frame.

REAR LEAF SPRING INSTALLATION
27. Install the small bushings in the frame shackle pivot 

point and in the small eye of the new springs. Install 
the large bushings in the large eye of the springs.

28. Install the 12mm ID sleeves in the large spring eye 
bushings. Install the 13mm ID sleeves in the small 
spring eye bushings and the frame shackle bushings.

29. Install the OE shackles with the OE hardware to the 
frame. Do not tighten the pivot bolt at this time.

30. While supporting the axle with a fl oor jack, install the 
new spring to the frame and the shackle with the OE 
hardware. Do not tighten at this time.

31. Lower the axle onto the spring while ensuring the 
spring center pin lines up with the spring perch hole. 
Install the spring plate and U-bolts, nuts, and washers. 
Torque the U-bolts to 70-85 ft-lbs.

32. Install new BDS shocks with the OE hardware and 
tighten to manufacturer’s specifi cations.

33. When both sides are complete install the wheels and 
tires.

34. With the suspension unloaded and hanging, while 
manually spinning the wheels, inspect suspension 
and driveline for proper operation, clearances, and 
lengths. Pay close attention to brake and axle vent 
hoses.

TRANSFER CASE
35. BDS highly recommends checking and replacing 

as needed all mounts for the transfer case. These 
are available through you local parts store or Suzuki 
dealer.

36. Check all fasteners for proper torque.
37. The vehicle will need to have a front end alignment.
38. Align headlights.
39. Check all fasteners after 500 miles.
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LIMITED LIFETIME WARRANTY 
BDS Suspension Co. warrants to the original retail 
purchaser that its shock and stabilizer cylinders are 
free from defects in material and workmanship for 
so long as they own the vehicle. Excluded from this 

bushings. Defects in material and workmanship do 
not include such things as dented cylinders or bent 
rods caused by obvious side impact, rust, worn or 
deformed bushings. A shock absorber is a wear item 
and over time will experience diminished damping 
resistance due to normal component wear. This is not 
a defect in material or workmanship and is therefore 
not warrantable.
BDS Suspension’s obligation under all warranties 
is limited to the repair or replacement, at BDS’s 
option, of the defective material. Any cost of removal, 
installation or reinstallation, freight charges, incidental 
or consequential damages are expressly excluded 
from these warranties.

INSTALLATION INSTRUCTIONS
1.  Note: Please read instructions thoroughly 

before installing shock absorber.
2.  Remove old shock absorber from vehicle. Note 

any spacers, washers, sleeves or other hardware 
and note their location. Compare the existing 
hardware with the supplied hardware. Always 
use new hardware wherever possible. Due to 
the variety of applications, you may not use any 
or all of the hardware supplied. You may need to 
use some of the original hardware. If any of the 
original hardware is damaged, corroded, bent or 
broken it must be replaced.

READ AND UNDERSTAND ALL INSTRUCTIONS AND WARNINGS PRIOR 
TO INSTALLATION OF SYSTEM AND OPERATION OF VEHICLE.

Shock Absorber
Installation Instructions

3.   If installing dust boot, do so at this time. Note: 
The use of a lubricant like dish soap on the 
inside of the boot will ease installation. Make 
sure the washer at the top of the shock is fully 
seated in the boot all the way around. Secure the 
bottom of the boot to the cylinder with a plastic tie 
strap.

4.  Install any required bushings and sleeves in to 
the shock eyes at this time. Install the shock ab-
sorber on the vehicle. Use the appropriate illus-
tration as a frame of reference. Due to the differ-
ent shock mounts within a vehicle model range, 
the shock eyes must be built to match the shocks 
that you removed by using the universal hard-
ware kit included. Choose the sleeve with an I.D. 
closest to the O.D. of the mounting stud or bolt 
without binding. Some applications will require 
some extra effort to install.

5.   Check all fasteners for tightness before driving 
and inspect periodically.
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